High Speed Pan Mixer

for concrete production

PM (basic)

High Speed Pan Mixer from Pemat

Dry Filling litres max.

Dry Filling kgs. max.

Batch output compacted
ca. cu. mtr.

Aggregate size max. mm

Mixing pan dia. mm

Mixing pan height mm

Main drive motor kW
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Mixer empty weight kg
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High Speed Pan Mixer

for concrete production

PMR (with whirler)
High Speed Pan Mixer from Pemat

Dry Filling litres max. 250 375 500 750 1.125 1.500 1.875 2.250 3.000 - 3.750 4.500 5.250 6.000

Dry Filling kgs. max. 400 600 800 1.200 1.800 2.400 3.000 3.600 | 4.800 = 6.000 7.200 | 8.400 9.000

Batch output compacted

ca. ou. mir. 160 250 330 500 750 1.000 1.250  1.500 & 2.000 - 2500 | 3.000 @ 3.500 = 4.000
Aggregate size max. mm 0-32 0-32 0-32 0-32 0-32 0-32 0-32 0-32 0-32 - 0-32 0-32 0-32 0-32
Mixing pan dia. mm 1.370 1.720 1.900 2.200 2.500 2.800 2.800 3.250 3.750 - 4.150 4.150 4.400 4.400
Mixing pan height mm 525 525 525 550 550 550 625 625 550 - 625 625 800 800
Main drive motor kW 11 15 22 30 37 45 55 75 90 - 110 132 160 180
Number of whirler 1 1 1 1 1 2 2 2 2 - 2 2 2 2
Mixer empty weight kg 1.500 1875 2180 @ 2700 @ 3700 5000 5300 & 7.400 @ 9.100 - 10.900 ' 11.600 | 14.100 | 15.200
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